NOTE: This manual does not purport to address (all of) the safety problems associated with its use. It is the responsiblity of the user of this manual to establish appropriate safety and health practices and determine the applicability of regulatory limitations pu-ior to use.
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The purpose of this manual is to provide background information on cooling water systems for power generation facilities, to familiarize the reader with various corrosion control treatments and procedures as they relate to protective coating and linings. In addition, it will assist the specifier in the selection of coating and lining systems which are suitable for the environmental conditions that components of cooling water systems are subjected to.
FOR WHOM IS THIS MANUAL INTENDED :
This manual is written to provide guidance to engineers, inspectors, applicators, technicians, maintenance and management personnel, and others who have an interest in protective coatings and linings for power plant cooling water systems.
INSTRUCTIONS FOR USE OF THIS MANUAL :
This manual is not intended to provide exact information, specifications, or details for specific jobs, but rather to provide general background information. Each job will have certain conditions and design specifics which require special consideration. Below are step-by-step instructions for use of this manual.
1.
Identify the specific cooling water system component(s) of interest. Although there are many possible flow designs for power plant cooling water systems, a fairly standard design is shown schematically in Fig. 1 , Ch. 1, and can provide assistance in identifying the major components.
2.
Turn to the appropriate chapter which discusses the specific component of interest. Chapters 2 through 8 are devoted to specific cooling water system components, and offer useful information regarding protective coatings for that particular component. 
